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Dimensions: 007-009-012-018-024 models

HBV
HIGH WALL

VRF
Indoor units

q  EEV inside: for an easier installation.
q  High-quality DC fan motor: Reduce the indoor unit noise greatly.
q  Fashion design.
q  Infrared remote controller included.

HBV TECHNICAL DATA
Indoor units AWSI-

HBV007-N11
AWSI-

HBV009-N11
AWSI-

HBV012-N11
AWSI-

HBV018-N11
AWSI-

HBV024-N11

Phase Three 
phases

Three 
phases

Three 
phases

Three 
phases

Three 
phases

Code 7SP02H012 7SP02H013 7SP02H014 7SP02H015 7SP02H016

RATED POWER (MIN./MAX.)S

Cooling
kBtu/h 7.5 9.5 12.3 19.1 24.2

kW 2.2 2.8 3.6 5.6 7.1

Heating
kBtu/h 8.5 10.9 13.6 21.5 27.3

kW 2.5 3.2 4 6.3 8

ELECTRICAL PARAMETERS

Phase~Tension - 
Frequency

Ph/V/Hz 1/220~230/50 1/220~230/50 1/220~230/50 1/220~230/50 1/220~230/50

PERFORMANCE

Airflow m³/h 600 600 600 800 1000

Noise level (LS/MS/HS) dB(A) 29/31/35 29/31/36 29/33/37 35/39/40 36/40/44

INSTALLATION

External dimensions 
(WxHxD) mm 938x265x187 938x265x187 938x265x187 1046x299x234 1046x299x234

Shipping dimensions 
(WxHxD) mm 1016x360x304 1016x360x304 1016x360x304 1126x388x344 1126x388x344

Net weight/Gross weight kg 10.9/12.6 10.9/12.6 10.9/12.6 13/16.5 13/16.5

Liquid pipe diameter inches 1/4” 1/4” 1/4” 3/8” 3/8”

Suction pipe diameter inches 1/2” 1/2” 1/2” 5/8” 5/8”

+ PRODUCTS
• Quiet.
• 3D and long distance air supply.
• Hidden screen.
• Two sides drain.

RCV02

RWV03
(optional)

RWV07 
(optional)

RWV05 
(optional)

FEATURES

TECHNOLOGY:

R410A FLUID

NEW


